
P R O C E S S  H E A D  W I T H  C A M E R A  M O N I T O R I N G

Our laser process heads are desig-
ned for maximum precision, easy 
integration, and high flexibility.

The LASERHEAD-K can be connected 
to any fiber-coupled laser source with a  
QBH-compatible connector and integra-
ted into existing machine setups.

LASERHEAD-K

• Stepless, lockable adjustment of the 
laser beam’s focal point without shif-
ting the working plane

• Shielding gas nozzle for precise shiel-
ding gas delivery

• Thermal switch for protection against 
overheating (> 60°C)

• Camera (optional) for displaying the 
welding process on an external screen, 
featuring an integrated crosshair

ORDER INFORMATION

You can order the LASERHEAD-K process head (Rev 3) from us under item number 600-1250B.

Scope of delivery: Laserhead 
 
Optional: Camera, crossjet and illumination available on request
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DIMENSIONS

Side view Front view

TECHNICAL DATA

Dimensions (W × D × H) 55 × 216 × 230 mm

Weight 1 kg

Max. average laser power 450 W 

Focusing lens 120 mm, 200 mm

Collimation focal length 60 mm

Connections

Optical input for QBH fiber connector of the laser source 
1 × shielding gas connection (hose outer diameter 6 mm) 
1 × purge gas connection (hose outer diameter 6 mm)

Optional: 
1 × connection for crossjet (hose outer diameter 6 mm)

Three M4 threaded holes on each side (left/right) for moun-
ting to existing machine setups

C-mount connection for camera


